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COMPANY PROFILE
WORKLINK EQUIPMENT ( MALAYSIA ) SDN. BHD. (WE) was established as a time 
management specialist in 1995. WE have grown into a company with nationwide 
marketing network within the country. With the concept of branding or brand building as 
a competitive business process. In 2000, WE has ventured into its own products design and 
development with its own registered brand name "WEMAX". With the marketing expansion 
programme, WE has widen its product line to ful�ll customers satisfaction. Presently, 
"WEMAX" range of products includes Time Recorder, Paper Shredder, Check Writer, Note 
Counting Machine, Binding Machine and Laminator.

The growth in awareness for Information Technology in the past few years has increased 
the demand for high technology products. Therefore, with its company's philosophy to 
provide the latest high-tech products to enhance o�ce productivity and lighten 
management load, WE has expand its product line into system solution provider. In 2003 
WE were appointed as regional agent for "CLICK" Time Attendance Management, Security 
Patrolling Management and Cafeteria E-purchase Management System.

In view of large increase in the volume of trade for "CLICK" products. The management have 
decide to decentralize the "CLICK" division as an entire owned operation. CLICK 
MARKETING SDN BHD (CMSB) was incorporated in 2009 as a subsidiary company of 
WORKLINK Group.

At CMSB, we are specialize in Biometric & RFID System, for time attendance, door access, 
guard tour, cheque writing and cafeteria management. We have developed our own 
software which cater to the solution for “CLICK” products. We are fully committed to our 
exiting and future customers by our experienced system and technical support team. 

With our single mission, CMSB are well prepared to meet the growing demand market and 
deal with even more promptly in all related aspect within this industries.

Our Priority is To Assure Prompt And Quality Service



BUSINESS OBJECTIVE

COMPANY PHILOSOPHY

4-PRONGED CORPORATE STRATEGY

To be a leading one-stop provider of comprehensive range of 
reliable Time Management System.
To ensure customer satisfacttion through the delivery of 
quality products and service with value-added solution.
To o�er challenging and rewarding career opportunities for all 
employees.
To extend the company’s service not only nationally but 
internationally.

WE believe that providing the latest high-tech products will 
enhance o�ce productivity and lighten management load.
WE believe excellence can be achieve through a strong team 
work force.
WE believe in the “Win Win” relationship with out customers 
and principles.

1. Marketing Solution Based
2. People Development
3. Innovative Product Sourcing
4. 5-Star Service Culture

Our Priority is To Assure Prompt And Quality Service
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MANAGEMENT SOLUTION SYSTEM

Door Access System

Time Attendance System

Time Stamping Equipment

Time Clock Equipment

Fingerprint/Palm Vein/D ynamic Face Recognition

Guard Tour System

Cheque Writing System

Turnstile With Face Recognition & Fingerprint



TIME CLOCK EQUIPMENT

Retail Shop

Restaurant

Factory School

Government Department

Entertainment Centre

Cafe

Application

WE-68 Plus WE-68N Plus WE-2810N



TIME STAMPING EQUIPMENT

WE 9200 WE 9300

Car Park

Underwriter O�ce

Bank

Workshop

Clinic

Quarry

Hotel

Application

Stock Trading Company



TIME M ANA GEMENT SY STEM

Send by Email 

USB Pen Drive 

RS2 3 2 , RS4 8 5  or TCP/IP

CL-365A CL-385B plus WE-88

Employer Master List

Daily Time Record

Daily Time Recorder Summary

Summary Of OT By Day

List Of Absentee

Summary Of Lates
Summary Of UnderTime

Part Timer Wages

Leave Detailed

Available Leave

Leave Without Pay

Abnormal Clocking

List Of Logs

List Of Doorlock Logs Audit Total

Repor ts



DOOR ACCESS SYSTEM

WE-10

TMS Software

Data Collect

Abnormal Record

In & Out Record

Reports

+
Card Access System
EP-100s & EP-3000

CL-918iCL-TFS30 + 12



DOOR A CCESS SYSTEM WITH 
FINGERPRINT/P ALMVEIN/

DYNA MIC F A CE RECOGNITION 

TMS Software

Data Collect

Temperature

In & Out Record

Repor ts

+

CL-AI07FCL-573 CL-AI07FT



GUARD TOUR SYSTEM

SG-5000L4

Route Checkpoint Information

Frequency Information

Schedule Information

Route Information

Patrol Details

Guard Information

Shift Report Summary

Basic Report

Reports

SG-10N SG-09N SG-08T



CHEQUE WRITING SYSTEM

CHEQUE WRITER SOFTWARE

Bank Reconcillation

Ledger Balance

Further Post

Outgoing Cheque

Incoming Cheque (Cancelled)

Outgoing Cheque (Cancelled)

Incoming Cheque

Reports



TURNSTILE WITH FACE
RECOGNITION AND FINGERPRINT 

INSTALLATION 

AUTOMATIC FLAP BARRIER TRIPOD TURNSTILE



PRODUCT
BROCHURE



All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

ELECTRONIC
TIME RECORDER

SPECIFICATIONS
POWER SOURCE 220 VAC

DIMENSION 190 x 225 x 125 MM

WEIGHT 3 KG

CONSUMPTION 0.05 - 0.15A

FEATURES
User Friendly Design

Reliable Performance

High Usability & Security

Auto Column Shifting

With Back-up Battery

Auto Card Feed

Built-in Musical Melody

Auto Card Feed

Two Colour Printing to 
Identify LATE Comers

High Speed

Accurate & Fast Identi�cation

Large User & Record Capacity

Memory Back-up
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FINGERPRINT
TIME CLOCK

All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.
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S User Capacity 1,000

Transaction Storage 100,000 Transaction

Resolution 500dpi

Veri�cation Mode 1:1 OR 1:N

Access Fingerprint, Password

Identi�cation Speed < 1 second

FAR < 0.0001%

FRR < 0.01%

Communication USB HOST

Power Consumption < 5W

Operation Temperature 0    - 60

Operation Humidity 20% - 60%

Size 158(L) X 130(W) X 25(D)mm

Register Fingerprint on device
 and use it for attendance

2

Admin Collect the data 
through WIFI

1

Access Card Friendly
WIFI

WIFI DATA TRANSFER

SUPPORT CLOUD SYSTEM

AFFORDABLE

SUITABLE FOR RETAIL

W E - 6 8  P l u s



STANDALONE
TIME ATTENDANCE

W E - 6 8 N  

All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

Upload the data to MS Excel 
from USB Disk

BI METRICS FACE RECOGNITION

Admin Collect the data from
device using USB Disk

SPECIFICATIONS

Processor

User Capacity

Record Capacity

Recognition Algorithm

Sensor

Authentication Method

Authentication Speed

Communication Method

Attendance Features

Date Management

Keyboard

LCD

Power
Working Distance
Working Temperature

Working Humidity
Size

320 MHz High Spead Digital Processor

500 Face Users, 5000 None Face Users

200,000 Records

V3.1

Specialized IR Sensor

Face, Fingerprint, Password, Face + 
Password, Fingerprint + Password
Less than 1 Second (300 Users) on 
1:N Matching

USB Host/WI-FI

Scheduled Bell, Workstatus, Daylight 
Saving
User Record Self-inquiry

4*4 Touch Keypad

2.8 Inch TFT Colour Screen

12V DC
30cm-80cm
0     -  40

20% - 80%
210*82*40.8mm



All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

FINGERPRINT
TIME ATTENDANCE

W E - 8 8

A�ordable Price

User Capacity 1,000

Transaction Storage 100,000 Transaction

Resolution 500dpi

Veri�cation Mode 1:1 OR 1:N

Access Fingerprint, Password

Identi�cation Speed < 1 second

FAR < 0.0001%

FRR < 0.01%

Communication RS232, RS485, TCP/IP, USB HOST

Power Consumption < 5W

Operation Temperature 0    - 60

Operation Humidity 20% - 60%

16 x 16mm

Size

Active Scan Area

180(L) X 140(W) X 45(D)mm

SPECIFICATIONS



rfaces & Data Management

CL-365A

THE ALL NEW FACIAL ACCESS CONTROL AND TIME ATTENDANCE 

FACE RECOGNITION

Max. User

Log Capacity

Face Template Capacity

Password Capacity

Card Capacity (Optional)

Authentication Modes

RF Card (Optional)

Veri�cation Time

CPU
Image Sensor

LCD Dissplay

Interface

Voice Instruction 

Language
Power Source
Operating Temperature

Operating Humidity

500

200,000

500

500

500

Face, Password, Card, Face + Password, Card + Password

125kHz EM   / 13.56MHz Mifare

< 0.5 second (1:N)

1GHz
Special Stereo dual sensor, detection range up to 80cm

2.8” TFT Colour Screen 320 x 240 pixel

Wi�, TCP/IP, USB Host, USB slave, Wiegand 26-bit output, 
1x relay
16-bit Hi-Fi Voice & Sound Indication

English, Korean, Japanese, Thai, Chinese, Etc
12VDC/2A
0     -  55

20% - 80% RH

Model CL 365 A

SPECIFICATIONS



rfaces & Data Management

THE ALL NEW FACIAL ACCESS CONTROL AND TIME ATTENDANCE 

FACE RECOGNITION

SPECIFICATIONS

CL-385B

Max. User

Log Capacity

Face Template Capacity

Fingerprint Template Capacity

Password Capacity

Card Capacity (Optional)

Authentication Modes

RF Card (Optional)

Veri�cation Time

CPU
Image Sensor

LCD Dissplay

Interface

Voice Instruction 

Language
Power Source
Operating Temperature

Operating Humidity

Face, Fingerprint, Password, Card, Face + Password, 
Fingerprint + Password, Card + Password

125kHz EM   / 13.56MHz Mifare

< 0.5 second (1:N)

1GHz
Special Stereo dual sensor, detection range up to 80cm

2.8” TFT Colour Screen 320 x 240 pixel

Wi�, TCP/IP, USB Host, USB slave, Wiegand 26-bit output, 
1x relay
16-bit Hi-Fi Voice & Sound Indication

English, Korean, Japanese, Thai, Chinese, Etc
12VDC/2A
0     -  55

20% - 80% RH

1000

1000

200,000

3,000

1000

1000

Model CL-385B



C L - T F S 3 0
( I N )

C L - T F S 1 2
( O U T )

Anti Passback

Magnet Contact

In & Out attendance

Exit Button Sound E�ect

Forced Door Alarms

Door Sensor Input

Bell Terminal

FINGERPRINT DOOR 
ACCESS CONTROL SYSTEM

SPECIFICATIONS

User Capacity -

Access Fingerprint/Card/PasswordFingerprint/Card/Password

Power Supply -

Veri�cation Mode 1:1 OR 1:N

Standalone Standalone or Network

DC 12 V

1:1 OR 1:N

Working

Identi�cation Speed < 1 second < 1 second

FAR < 0.0001% < 0.0001%

FRR < 0.01% < 0.01%

Communication - RS485, TCP/IP, USB HOST

Operation Humidity 20% - 60% 20% - 60%

Operation Temperature 0    - 45 0    - 43

CL-TFS12 CL-TFS30

3,000



Standalone 
Door Access

W E - 1 0

All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

NO SOFTWARE 
NECESSARY

DATA EXPORT 
DIRECTLY TO EXCEL

STAND-ALONE

AUTOMATIC 
REPORTING SYSTEM 
(ARS)

SPECIFICATIONS

User Capacity 3,000

Transaction Storage 100,000 Transaction

Resolution 500dpi

Veri�cation Mode 1:1 OR 1:N

Access Fingerprint, Password, Card

Identi�cation Speed < 1 second

FAR < 0.0001%

FRR < 0.01%

Communication USB HOST, RS485

Display 2.4” TFT Colour LCD Touchscreen

Operation Temperature 0    - 60

Operation Humidity 20% - 60%

Size 118(L) X 118(W) X 25(D)mm



SPECIFICATIONS

User Capacity 1,000

Transaction Storage 200,000 Transaction

Resolution 500dpi

Veri�cation Mode 1:1 OR 1:N

Access
Fingerprint, Proximity Card, Password

Identi�cation Speed < 0.6 second

FAR < 0.0001%

FRR < 0.01%

Communication RS232, RS485, TCP/IP, USB HOST

Power Consumption < 5W

Operation Temperature 0    - 60

Operation Humidity 20% - 60%

Size 210(L) X 90(W) X 55(D)mm

Face Recognition

FACE & FINGERPRINT 
TIME ATTENDANCE

C L - 9 1 8 i
DOOR ACCESS CONTROL

DOOR ACCESS CONTROL
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INTELLIGENT GUARD
TOUR SYSTEM

Proximity 
Station

SPECIFICATION

60,000 reading storage capacity, 4Mb �ash-ROM memory data

Low energy consumption, 880mAh lithium batteries

Ultra-long battery life and extremely low-temperature

Silicon tank, metal body with Silicon rubber shell

Reading tags 500times/day, last 29 days

Press button to activate reading, 3 - 6cm reading distance

USB communication port data downloading (pogo pin connector)

Working life more than 20 years

Working frequency 125Khz

S G - 1 0 N



All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

RFID GUARD
TOUR SYSTEM

System provided user friendly Patroling Management Software

60,000 reading storage capacity, 4Mb �ash-ROM memory data

Low energy consumption, 3.7V/1150mAh rechargeable lithium battery

Ultra-long battery life and extremely low-temperature

Silicon tank, metal body with Silicon rubber shell, completely water proof

Reading tags 500times/day, last 29 days

Wireless or cable data uploading, 2.4G Download Station

Working life more than 20 years

Working frequency 125Khz

S G - 0 9 N

Press button to activate reading, 3 - 6cm reading distance, with torchlight

Wireless or Cable data uploading

Proximity 
Station

Screen Display

Screen Display : Device No, Records, Time, Temperature, Compass



All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

TOUCH GUARD
TOUR SYSTEM

S G - 0 8 T

System provided user friendly Patroling Management Software

60,000 reading storage capacity, 4Mb �ash-ROM memory data

Low energy consumption, 700mAh rechargeable lithium battery

Ultra-long battery life and extremely low-temperature

Silicon tank, metal body with Silicon rubber shell, completely water proof

Reading tags 500times/day, last 29 days

Cable data uploading, Magnetic connection cable

Working life more than 20 years

Working frequency 125Khz

Press button to activate reading, 3 - 6cm reading distance, with torchlight

200 groups alarm clock, Pedometer, Flashlight



CHEQUE WRITER 
SOFTWARE

All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

Cheque Writer software is Professional cheque writing software or cheque printing 
software that enables Malaysia corporate and home users to print cheque book cheque accurately, easily 
and safely. This Program prints: Cheque Payee, Cheque Amount, Word Amount and Cheque Date onto a 
banker’s cheque. Built in Layout Editor Enables support for wide range of printer and cheque layouts. It 
automatically converts numbers to words. You can have your cheque printed with just a few seconds 
without any special cheque printer.

Features: Recurring Cheque Template
You can save cheque information as cheque template for those frequently issued 
cheques. The template can be recalled which make your cheque preparation easier.

Payee List Management
Organized payee list allows you to load the payee information into the cheques with 
a single click. You can prepare your cheque even faster and easier.

Ledger Balance and Bank Reconciliation Report
Ledgar balance report will record all debit and credit from the selected month.
Bank reconciliation report will compute all the received and cheque issued from the 
selected month.

Support Different Printers
Cheque System software supports Laser, Inkjet, and Dot-Matrix printer.

Support all Malaysia 
Bank cheque
Support multi cheque 
size
Unlimited bank account
Automatic Number to 
word conversion 
Backup & restore data 
storage media
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TIME & DATE
STAMPING

SUPERIOR 
QUALITY PRINTER

W E - 9 3 0 0

Colour Screen, showing 
more clearly; Touch input 

Screen display of optional pointer
or number.

WiFi function, automatically correct
time all around the world

LED night lighting, automatically 
adjustment of paper thickness

S
A
M
P
L
E

POWER SUPPLY DC20V 1.2A

DIMENSION 180 X 175 X 140 MM

WEIGHT 2 KG

PRINTING 29 PRINTING FORMATS

SPECIFICATIONS

FEATURES

29 optional formats for date & time

Dual-colour function printing at a glance

Classically designed for Wall or Table top

4 Variable Printing Selection - Manual, 
Automatic, Semi Automatic & Combination.

Daylight Saving Time is Automatically 
Adjusted

The attendance bell can be set up in 24  
groups

Password settings

** Applicable to hotels, securities, parking lots, warehouses, entertainment places, etc



IS YOUR FIRST STEP

Premium
automation

Model : TTS351L series

Semi Automatic 
Tripod Turnstile

TTS351L is an electro mechanical waist height tripod
turnstile.It’s unique mechanical drive design allow the
arm to be pushed effortlessly and auto-rotate back
without any expensive electric motor.

TTS351L series can effectively control high volume
human traffic ( up to 25 person per minutes ) while still
maintaining a welcoming atmosphere. They can
easily be integrated with any electronic system for
ticketing, access control or time attendance. TTS351L
series is suitable for indoor ONLY. It is NOT suitable to
be installed outdoor or near sea side. They are
optimized economical solution for railway, bus station,
factory, colleges, commercial building, library,
stadium, game park, bank and etc.
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Feature

USER FRIENDLY

ACCESSORIES:

Parameters

All specification is subject to change without prior notice.

P
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“ Entrance is the  �rst  level of protection in building 
security. M AG offer complete gate automation 
system to secure your entrance.... ”

AUTOMATE & SECURE YOUR ENTRANCE IN STYLE

TECHNICAL SPECIFICATION:

Pass speed

Respense time

Power supply input

power  consumption

25 person per min

0.3 sec

AC230V ± 10V

Idle 16W
Operating 38W

Description

ORDERING INFO:

Model No Description

DIMENSION:

Common parts are modular and can be easily
changed by simply removing screws. Top cover
can be opened for full access into internal
mechanism during servicing. Regular wear and
tear parts can be purchased to keep stock for
faster replacement.

EASY MAINTENANCE1

Its unique mechanical drive design allow the arm
to be pushed effortlessly and auto-rotate back
without any expensive electric motor. If arm
rotated more than half, it will auto-rotate to the
next idle position. If arm rotated less than half, it
will auto-rotate back to the current idle position.
Adjustable absorber controls rotation force to
minimize loud sound and avoid over rotation.

SEMI AUTO ROTATION2

Smart lock mechanism effectively allow only one
person to pass through at a time. Arm will
automatically relock back if nobody pass through
after a preset delay time.

ANTI TAIL-GATING3

LED at top cover indicates approved entry
direction after flash card. LED at each leg
indicate if the lane is available or closed down for
servicing. During power failure, arm will drop
automatically allowing free pass through. Arm is
manually lifted up back to position after power
resumed.

4

Turnstile is triggered to open via dry contact
relay output for bi-directional or uni-directional
entry. RFID reader can be easily installed
underneath side black arylic. Top cover and and
side leg can be opened to install external
devices.

EASY INTEGRATION5

TTS351L Standard tripod turnstile with additional 
LED light

85
 c

m10
2c

m

51 cm

123.5cm

28cm

Safety beam Push Button
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TIME & DATE
STAMPING

SUPERIOR 
QUALITY PRINTER

W E - 9 2 0 0

Large window opening 
for accurate alignment
of form 

1-8 digits numbering :
9 Repetitions

Three (3 lines) 
Customizable Printing

4 digits password 
proection

S
A
M
P
L
E

POWER SOURCE 220 VAC 50/60 HZ

DIMENSION 171 X 163 X 144 CM

WEIGHT 3.63 KG

PRINTING DOT MATRIX

SPECIFICATIONS

FEATURES

User Friendly Design

Reliable Performance

Classically designed for Wall or Table top

4 Variable Printing Selection - Manual, 
Automatic, Semi Automatic & Combination.

Daylight Saving Time is Automatically 
Adjusted

Several Printing Orders Selection :
29 preset formats

Selectable Print Formats



THE ALL NEW FACIAL & PALM VEIN ACCESS CONTROL AND TIME ATTENDANCE

FACE & PALM VEIN 
RECOGNITION

New model CL-573 is popular in the market with smart desgin, with 2.8 TFT touch screen, 
improved function that support WIFI, access control, bell, RFID. Professional 
communication port with wiegand in & out, RS485, 2 × relay, NC, NO, alarm, etc. Device 
with silicone keypad and ring bell. Data be managed via TCP/IP, WiFi, and USB host port 
for data up / download to avoid the risk of accidental deletion, what's more, friendly AC 
software Taurus with perfect setting of time zone, tamper alert, anti pass etc !

All registered & unregistered trademarks are the properties of their respective owners. All rights reserved.

Why choose Click Facial & Palm Vein 
Recognition access control and time 
attendance?

High Demand among our clients

On time Delivery Guarantee

Durable & Safe

Quality Guaranteed

Palm Vein 
Recognition

Processor

User Capacity

Record Capacity

Voice Instruction

FRR

FAR

Authentication Method

Authentication Speed

Communication Method

Weight

Access Control Features

LCD

Power

Working Temperature

Working Humidity

Size

1 Ghz High Spead Digital Processor

1000 Face Users, 10,000 Fingerprint

200,000 Records

16-bit Hi-Fi voice & sound indication 

< 1%

0.3kg

Face, ID+Face, Card+Face, Card/Face, Card, 
Fingerprint, Fingerprint + Face/Card + Palm Vein
Less than 0.5 Second (1000 Users) on 
1:N Matching

TCP/IP, USB (host and slave), 2 × Relay, 
wiegand in & out

Built-in relay

2.8" capacitive touch screen 240 x 320 pixel

12VDC

0     -  45

90%

190x82x30mm

< 0.0001%










